yAN T REVISIONS

-
_\/\_ 5/8“®ANGER ROD CONCRETE SLAB
(LENGTH AS REQUIRED) AXIAL STIFFENER MEMBER
TIE TO GROUNDING SYSTEM WITH o~ WALL LINE (TYP) /N “ S REQUIRED "\ | ADDENDUM 1
BARE COPPER GROUND WIRE 3/8"3%304 SSTIMACHINE BOLTS———— .

172" X 2" COPPER GROUNDING &NUTS, (TYPICAL)
BUS BAR MOUNT

A N| < A

J
Vi
>N
a4
N
Y
N
S
N
4
=S|
AN
4
AN
A
N

NORMAL
ANGLE 45°
(APPR.)

—=——PROVIDE 2" X 4" BACKER BEHIND
B WALL IF NOT CONCRETE

COPPER GROUND
EQUALIZATION BAR ASSEMBLY

'\_l
=

B POLY STAND-OFF INSULATOR

AIRCRAFT CABLE{304 SST} /\

N T

br— AXIAL STIFFENER MEMBER
AS REQUIRED.

TWO HOLE COMPRESSION LUG WITH—= § 112" HEX HEAD BOLT. NUT AND TRAPEZE BRACE PLATE{304 SST}/\

INSPECTION PORT AND CRIMPED D ¢ BEVELED WASHER A

MINIMUM THREE POSITIONS 27/16"H X 1 5/8" W§304 SST§ ELECTRICAL CONDUIT, T R M A

CHANNEL, LENGTH AS QUANTITY AS REQUIRED
CONCRETE FLOOR REQUIRED. Taniguchi Ruth Makio Architects
100 Cliff Business Center, P.O. Box EA, Agana, GU 96910
Tel.. (671) 475-8772 = Fax.: (671) 472-3381
- STRANDED COPPER GROUND CONDUCTOR

Architecture
Planning
Interior Design

CONNECTED TO GROUNDING SYSTEM

PVC SLEEVE -— _\/\_ INSULATOR

THROUGH FLOOR /J
(
)

MOUNTING BRACKET

GROUND BUSBAR

L VARIABLE LENGTH (24" MIN) L - - EMCE - Consulting engineers
i i SUITE 201, 133 ANTONIA COURT
AV ,
c¢ 2990502000503 20 o PLAN st e
] o o o o o o o 671 . 646-EMCE (3623) Fax
H GENERAL NOTES:
o O o o o o o o o 0o o o o o o o o O
4L °° ©°°0°000999999°9°9°9°9 ° (1)) SPACING OF SEISMIC RESTRAINT IS NOT TO EXCEED 40",

MOUNTING HOLES, TYPICAL

@ WHERE INSTALLED IN AN UNCONDITIONED SPACE, ALL MATERIALS AND
&“304 SST

COMPONENTS MUST BE ) A
GROUNDING BUSBAR DETAIL (IBT) 5 TRAPEZE CONDUIT SUPPORT DETAIL
1 NOT TO SCALE NOT TO SCALE
A \\\\\\\\\\\Q}|!||t:%,,,,%
FIRE RATED WALL > O /9/;%,%
@ # REGISTERED ‘{’;%E
_./:/_L_;Z__Z__/: :ZT_/:ZI;__ZZZ_F:_' ZZ,Z':/_@ PRSNF(EE\ISE'SQAL ;‘;g
\Ht’\ ,:\\J | ?—\JE:F\/Z §’T§
N |I’\“{"I\ | - ||\_/ \Y‘§
'\EJ':I[‘_'?‘Z'Z'L_ e /—\'I = 1 //////Of /\'OR RN\!\‘?‘\\\\\\\\%

INSULATING MATERIALS N ME O UNDER MY DIRECT SUPERVISION.
W .
PROVIDE GYPSUM BOARD METAL STUD, TYPICAL /e % e
FIRE BARRIER, <2>
PLAN Project:
( : )7 NMC
% PACKAGE 1: STUDENT
CENTER BUILDING
)
Title:
#——=———— OUTLET BOX

ELECTRICAL DETAILS -

FINISH FLOOR L — FIRE BARRIER, <2> SHEET 1

CONSTRUCTION
DOCUMENTS

CAULK ALL AROUND EDGE

Q SECT'ON Designed:
B Drawn:

Checked:

NOTES:

@ MINIMUM HORIZONTAL SEPARATION MUST BE 2'-0".

Supv: AM
@ IF 2'-0" SEPARATION CANNOT BE MET A FIRE BARRIER MUST
BE PROVIDED BETWEEN OUTLETS. BARRIER MATERIAL MUST Scale:

BE THE SAME AS THE WALLBOARD.

AS INDICATED
10/07/2022

Date:

Project
No.

Drawing

BACK TO BACK OUTLET MOUNTING DETAIL No.

3 NOT TO SCALE E9 _ 1

F SHEET IS LESS THAN 24" X 36"
i | REDUCED PRINT — USE GRAPHIC SCALES Sheet No. of




