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ALL CABLE TRAY SECTIONS MUST BE BONDED WITH A MINIMUM
#2 AWG BARE COPPER CONDUCTOR VIA TWO-HOLE LONG BARREL LUGS.
LUGS MUST BE FASTENED WITH STAINLESS STEEL HARDWARE.

CABLE TRAY END SUPPORT DETAIL

1 NOT TO SCALE

@ PROVIDE CABLE SPOOL ABOVE EACH CABINET AND WHERE CABLING TRANSITIONS TO AREA BELOW.
@ RADIUS OF DROP-OUT MUST BE 12" MINIMUM AND AS PER MANUFACTURERS RECOMMENDATION.

CABLE TRAY RADIUS DROP DETAIL

4 NOT TO SCALE

GENERAL NOTES:
@ CABLE TRAY MUST BE WIRE BASKET TYPE THAT IS FORMABLE IN THE FIELD.

CABLE TRAY TRAY MUST BE CONSTRUCTED OF HIGH STRENGTH ELECTRO-PLATED ZINC GALVANIZED
STEEL RODS. WIRE MUST BE CONFIGURED IN A 2"x4" GRID PATTERN WITH WIRES WELDED AT THE
INTERSECTION POINTS. THE ENDS OF THE WIRE MESH PATTERN MUST BE BENT UP TO FORM THE
SIDES OF THE WIRE BASKET TRAY.

PROVIDE PLASTIC PROTECTIVE END CAPS TO PREVENT DAMAGE TO CABLE AND INJURY
TO INSTALLERS.
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(3) PROVIDE A CABLE RADIUS DROP ACCESSORY ABOVE EACH CABINET. \ S 0, DOy a5 NING. Gt ogoaT
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(5) DIMENSIONS ARE NOMINAL.

(6) ALL CABLE TRAY SECTIONS MUST BE BONDED WITH A OPEN AREA MOUNTING WALL PERIMETER MOUNTING HIGH STRENGTH
MINIMUM #2 AWG BARE COPPER CONDUCTOR VIA COPPER ALLOY
TWO-HOLE LONG BARREL LUGS. LUGS MUST BE GROUNDING
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CONDITION AT CONCRETE SLAB

Designed:

WHEN INSTALLING BACKBOARD ON GYPSUM WALL, VERIFY THE " i
@ LOAD RATING OF THE WALL IS ADEQUATE. USE TOGGLE BOLTS @ iﬁg\ﬁ-ﬁ?—? A:))(ééll-llzlg(\:/l—é;'ll:illgAKL'?\_YC T%?I{IVI? \?VRL\{(I)IIIDLII:I\ITEE \EVITH

(BUTTERFLY BOLTS) TO ENSURE THE STABILITY OF THE
INSTALLATION. TOGGLE BOLTS MUST BE A MINIMUM OF 1/4" IN T D SADABLE G SUPSORTING STTACHED
DIAMETER AND MUST BE SUFFICIENT INLENGTHTOALLOWTHE  E(SiPVENT. THE PLYWOGD MUST BE INSTALLED WiTH

Drawn:

Checked:

Supv:

BOLT TO SIT BEHIND THE GYPSUM WALL AFTER INSTALLATION. pfepiret Nl pitopiisd iy GENERAL NOTE: AM

ROOM. THE PLYWOOD MUST BE PAINTED TO MATCH (DALL CABLE TRAY SECTIONS MUST BE BONDED WITH A MINIMUM Scale: AS INDICATED

(2) MANUFACTURERS FIRE RATED STAMP MUST BE VISIBLE. g'l}'EI\X\I/DAI\w[JSS'\I/'V lBTEHILNR(T)I:II'IIEEg‘?élbDé,\é?:nglEEPﬂll?NE{:?\lg[Pg #2 GREEN INSULATED CONDUGTOR VIA TWO-HOLE LONG BARREL LUGS. Date:
SREVENT PAINTING OVER THE STAMP. THE LUGS MUST BE FASTEN WITH STAINLESS STEEL HARDWARE. , 10/07/2022
FIRE-RATING STAMP MUST BE CLEARLY VISIBLE FOR o
INSPECTION.
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