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(R) INDICATES ROOF 
MOUNTED CONDUCTOR

AIR TERMINAL, CLASS 1, COPPER,
SEE DETAIL 5
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MAIN COPPER, CLASS 1,
#2, COPPER, TYPICAL
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TO INTERSYSTEM BONDING
TERMINATION (IBT) AT ELEC ROOM 115
#2/0 GROUND CONDUCTOR

DOWN CONDUCTOR, #2, COPPER, TYPICAL 2

LOOP CONDUCTOR, #1 
BARE COPPER, BURIED 30" 
BELOW FINISHED GRADE

COPPER CLAD GROUND ROD, SEE DETAIL               ,TYPICAL
1
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INTERSYSTEM BONDING
TERMINATION (IBT) AT ELEC ROOM 405
#3/0 GROUND CONDUCTOR

1

G(R)
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INTERSYSTEM BONDING
TERMINATION (IBT) AT PUMP ROOM 335
#8 GROUND CONDUCTOR2
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LIGHTNING
PROTECTION PLAN -

SHEET 1

E6.1
NORTH

6' 12'0 24'3'

THE COMPLETED INSTALLATION SHALL MEET NFPA 780. THE UL LIGHTNING PROTECTION INSPECTION 
CERTIFICATION SHALL BE FURNISHED TO THE OWNER UPON COMPLETION.

ALL METAL BODIES WITHIN 6'-0" OF LIGHTNING PROTECTION SYSTEM OR THAT PROTRUDE PASSED THE 
ZONE OF PROTECTION SHALL BE BONDED TO THE LIGHTNING PROTECTION SYSTEM.

ROOF TOP EQUIPMENT NOT SHOWN ON THIS DRAWING SHALL BE PROTECTED AS REQUIRED TO MEET 
THE REQUIREMENTS LISTED ABOVE INCLUDING THE INSTALLATION OF AIR TERMINALS AND/OR BONDING.

ALL LIGHTNING CONDUCTORS SHALL MAINTAIN A HORIZONTAL DOWNWARD PATH. ALL BENDS IN THE 
CONDUCTOR SHALL HAVE A RADIUS BEND OF 8" OR GREATER AND SHALL HAVE AN ANGLE BEND OF 90
DEGREES OR GREATER.
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334

GENERAL NOTES:

PROVIDE GROUND TEST WELL, SEE DETAIL 4
E9.3

1

INSTALL DOWN CONDUCTOR IN PVC CONDUIT CONCEALED WITHIN
CONCRETE WALL.

2

NOTES:

SCALE: 3/32" = 1'-0"1 LIGHTNING PROTECTION PLAN

No. Description Date
2 ADDENDUM 2 01/16/22


