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@ PROVIDE PHOTOVOLTAIC-POWERED LIGHTING SYSTEM. LIGHTING SYSTEM @ PROVIDE PAINT ON CONCRETE PEDESTAL. COLOR SELECTION BY ARCHITECT @ PROVIDE SOLAR CONNECTORS BETWEEN WIRING INSIDE POLE TO THE SOLAR
SHALL BE COMPLETE WITH THE FOLLOWING: A AND OWNER. PANEL TO ALLOW THE OWNER THE CAPABILITY OF DISCONNECTING SOLAR
¢  PHOTOVOLTAIC MODULES AND ARRAY. @ SROVIDE CORROSION INHIBITOR COATING THAT WILL MIMIMIZE GALVANIC PANEL ARRAY ASSEMBLY FROM THE POLE FOR TEMPORARY REMOVAL DURING 100% CONSTRUCTION
304 SST ENCLOSURE. THIS CONDITION. Designed:  jF/ B
62,000 HOURS - L70 LAMP LIFE. @
MINIMUM 3 DAYS BATTERY RESERVE FOR CLOUDY CONDITIONS. PROVIDE CABLE CONNECTORS BETWEEN ARM AND LUMINAIRE TO ALLOW THE y—" P/RS
FULL-CUTOFF, DARK SKY COMPLIANT LIGHT FIXTURE FOR TEMPORARY REVIOVAL DURING A STORM EVENT. PROVIDE MEANS TO -
e  15FOOT GALVANIZED STEEL ROUND TAPERED POLE WITH 30 INCHES COVER ARM DURING THIS GONDITION ' Checked:  ja/aM
CONCRETE PEDESTAL. ' Supv: AM
e  ENTIRE ASSEMBLY INCLUDING BUT NOT LIMITED TO SOLAR PANEL/UNIT,

CONTROLS, FIXTURE AND POLE SHALL BE CERTIFIED TO WITHSTAND Scale: AS INDICATED
BASIC DESIGN WIND SPEED OF 210 MPH.
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PROVIDE COMPLETE SHOP DRAWINGS SHOWING POLES, POLE LIGHT FIXTURES .
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@ UNLESS OTHERWISE NOTED, ALL STEEL PARTS SHALL BE 304 STAINLESS STEEL.
@ PROVIDE GROUNDING CONNECTION TO ARM AND BRACKET.




