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ITEM DESCRIPTION

POLYMER CONCRETE HANDHOLE REINFORCED HEAVY-WEAVE
FIBERGLASS HANDHOLE 12"Wx12"Dx18"H OPEN BOTTOM

CONCRETE RING AROUND BOX 3000 PSI

COMPACTED EARTH

3/4"Ø X 10'-0"L COPPER CLAD STEEL GROUND ROD
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EXOTHERMIC WELD

BARE COPPER GROUND WIRE
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NOTES:

1 TRAFFIC BEARING TYPE BOX WITH HEAVY DUTY TRAFFIC
RATED POLYMER CONCRETE COVER.

2 PROVIDE MECHANICAL TYPE CONNECTION WHERE LIGHTNING
PROTECTION GROUNDING  IS CONNECTED TO THE GROUNDING
OF OTHER SYSTEMS (ELECTRICAL, COMMUNICATION, ETC.)
OTHERWISE PROVIDE EXOTHERMIC WELD CONNECTIONS.

3 AUGER HOLE 4" DIAMETER X 12'-0" FILL HOLE WITH BENTONITE
AND INSTALL GROUND ROD IN THE CENTER OF THE HOLE.

COVER 1

PULLSLOT

SKID RESISTANT
SURFACE

1/2X1-1/2 316 SST HEX HEAD
SCREW, TYPICAL OF 2

GROUND TEST WELL DETAIL
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BARE COPPER GROUND WIRE

EXOTHERMIC WELD, SEE DETAIL

FINISH GRADE

3/4"Ø X 10'-0"L COPPER CLAD
STEEL GROUND ROD

1

2

NOTE:

1 AUGER HOLE 4" DIAMETER X 12'-0" FILL HOLE WITH BENTONITE
AND INSTALL GROUND ROD IN THE CENTER OF THE HOLE.

PLASTIC WARNING TAPE

SELECTED BACKFILL

FILLED WITH RED EARTH (TOP SOIL)
3" MINIMUM ALL AROUND

GROUND WIRE #1/0 BARE COPPER
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FINISH GRADE

BRAIDED JUMPER
CONDUCTOR

HEAVY DUTY GROUND
CLAMP. SIZE TO SUIT
PIPE DIAMETER (TYPICAL)

#4 BARE COPPER
CONDUCTOR

FINISH
GRADE/
PAVEMENT

BRONZE, HEAVY DUTY GROUND
CLAMP, SIZE TO SUIT PIPE
DIAMETER (TYPICAL)

MOLECULAR
BONDING

CABLE SLEEVED
BY CADWELD
METAL

MELTED COPPER AND WIRES
NOW FORM ONE PIECE

TEE OF HORIZONTAL
RUN AND TAP CABLES

CLEANED CABLES
TO BE JOINED

BARE COPPER
CONDUCTOR

COPPER LOOP
CABLE HOLDER

SOLID COPPER BLUNT TIP
AIR TERMINAL

GENERAL NOTE:

WATERPROOF ALL SCREW PENETRATING INTO ROOF PER ROOFING
MANUFACTURER'S RECOMMENDATION.
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GUTTER/FACIA

SOLID COPPER BLUNT TIP
AIR TERMINAL

PARAPET/GUTTER MOUNT
POINT BASE-COPPER

BARE COPPER
CONDUCTOR

COPPER LOOP CABLE
HOLDER @ 36" O.C.
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DETAILS - SHEET 3
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