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1 TELECOMMUNICATIONS CABINET ELEVATIONS - SHEET 4

IT CLOSET 116 MECH 114

BASKET TYPE CABLE TRAY

1 PROVIDE RUGGEDIZED PATCH PANEL.

2

NOTES:

GENERAL NOTES:

NEATLY BUNDLE (DRESS CABLES LONGITUDINALLY) AND SUPPORT
(USING FASTENERS AND TIES) TELECOMMUNICATIONS CABLES ONTO
CABLE TRAY. NEATLY BUNDLE AND SUPPORT TELECOMMUNICATIONS
CABLES ONTO VERTICALLY MOUNTED CABLE RUNWAY WHEN RISING
FROM FLOOR SLEEVES OR DESCENDING FROM CEILING SLEEVES USING
APPROVED TIES. NEATLY BUNDLE TELECOMMUNICATIONS CABLE ONTO
THE BACK OF THE VERTICAL CABLE MANAGEMENT SECTION USING
APPROVED TIES. DRESS TELECOMMUNICATIONS CABLE FROM THE
VERTICAL MANAGEMENT SECTIONS TO THE TERMINATION POSITION.

2

CONTRACTOR MUST INSTALL, TERMINATE AND TEST ALL SIGNAL, POWER
AND GROUND CABLES AS PER CONTRACT.

 1

WALL MOUNTED TELECOMMUNICATIONS CABINET. FOR ADDITIONAL
REQUIREMENTS. SEE SHEET                   .2
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HORIZONTAL LADDER TYPE
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TO CABINET "A1", SEE SHEET T2.1
FOR CONTINUATION
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DROP CEILING

1

1

3 ALL PATCH PANELS MUST BE LABELED USING ANSI/TIA/EIA-606 LABELING
SCHEME.

4 PROVIDE RADIUS DROPOUTS WHERE CABLES TRANSITION DOWNWARD
FROM OVERHEAD HORIZONTAL CABLE TRAY.
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