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A Taniguchi Ruth Makio Architects
100 Cliff Business Center, P.O. Box EA, Agana, GU 96910
CONCRETE ENCASED CONDU|T DIRECT BURIED CONDUIT Tel.: (671) 4758772 = Fax. (671) 472-3381
CONDUIT STUB MARKER ————
okl O 0 SCALE NOT TO SCALE MARK ON TOP Archiecture
NON-CONTAMINATED NATIVE SOIL MATERIAL WHICH DOES NOT CONTAIN MORE FINISH GRADE ¢ ] TR
— THAN 50% GRAVEL, AND ALSO, DOES NOT CONTAIN HARD LUMPS OF EARTH 3" IN 3
TYPE A GREATEST DIMENSION, ROCKS LARGER THAN 3" IN LARGEST DIMENSION, HIGHLY N i
PLASTIC CLAY, POORLY-GRADED SAND AND GRAVEL (CLASSIFIED AS SP AND GP —Hq° .4 L ==
USING THE UNITED SOIL CLASSIFICATION SYSTEM), ORGANICS, DEBRIS, OR OTHER AU SR PRI
UNSUITABLE OR DELETERIOUS MATERIALS.
GENERAL NOTE: NOTES: EMCE - Consulting engineers
(1) WHERE ELECTRICAL CONDUIT IS INSTALLED PARALLEL TO TELECOM SYSTEM, @ PROVIDE CONCRETE ENCASEMENT 3" ALL AROUND, 3000 PSI COMPRESSLY. 50, BOX b5 TAMUNING, GUAM 06351
PROVIDE 12" MINIMUM SEPARATION BETWEEN PRIMARY ELECTRICAL SYSTEM STRENGTH.IN 28 DAYS IF DUCT IS SUBJECT TO VEHICULAR TRAFFIC SUNDER PAVED CONDUIT STUB TS0 O
CONDUITS AND TELECOM SYSTEM CONDUITS FOR SECONDARY ELECTRICAL AREA UNDER SIDEWALK OR CONDUITS OF CUC PRIMARY VOLTAGE SYSTEM. K PLUGGED AND CAPPED  \ '
MCPROVIDE 3" SEPARATION FROM TELECOM SYSTEM CONDUITS WHERE
CONCRETE ENCASED OR 12" SEPARATION WHERE WITH SAND CUSHION. N @ PROVIDE SAND CUSHION 4" ALL AROUND, IF DUCT IS NOT SUBJECT TO VEHICULAR
TRAFFIC. HOWEVER, TRANSITION TO CONCRETE ENCASEMENT SHALL BE 6
(2) WHERE TRENCH ENCOUNTERS EXISTING CONCRETE OR ASPHALT CONCRETE, IMPLEMENTED AT BENDS, CURVES, OR ELBOWS AND SHALL NOT EXTEND TO AT ||
SURFACE MUST BE SAWCUT. BACKFILL, COMPACT AND PATCH SURFACE TO MATCH LEAST A FOOT BEYOND THE CURVED PORTION.
ADJACENT AREA.
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