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NOTE:
CONTRACTOR SHALL PROVIDE POLE
FOUNDATION DESIGN. DESIGN SHALL
MEET 210 MPH WIND LOADS. BASED ON
ACTUAL POLE, AND SOIL BEARING
CAPACITY. DRAWING SHALL BE
CERTIFIED BY A CNMI LICENSED
STRUCTURAL ENGINEER. SUBMIT
SHOP DRAWING FOR REVIEW AND
APPROVAL.

NEOPRENE PAD TYPICAL

CUC POWER POLE

STAINLESS STEEL
UNISTRUT CHANNEL 1"
NON-FERROUS SPACER

CONDUITS

STAINLESS STEEL
BANDING STRAP 5/8", MIN.
ENCIRCLE 2X SEPARATE
STRAP EACH CONDUIT

ELECTRICAL RIGID CONDUIT
BUSHING, ALUMINUM 4Ø QUANTITY
AS REQUIRED

CUC POWER POLE

RIGID ALUMINUM PRIMARY ELECTRICAL
CONDUIT, LENGTH AS REQUIRED
(VERIFY WITH CUC).

ELECTRICAL PVC COUPLING,
SCHEDULE 40 AS REQUIRED

COPPER GROUND
CLAMP (TYPICAL)

#6 COPPER GROUND

3/4"x10'-0" COPPER
GROUND ROD WITH 3/4"Ø
COPPER GROUND CLAMP

PVC CONDUIT SCHEDULE
40, QUANTITY & LENGTH AS
REQUIRED

3" THICK CONCRETE
ENVELOPE AROUND
THE CONDUIT

FINISH GRADE
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FRONT ELEVATION

PLAN

1 RISER POLE DETAIL

FINISH GRADE/PAVEMENT

3/4"Ø X 10'-0"L
GROUND ROD

2 DECORATIVE POLE DETAIL

12"
18"

 MI
N.

2"

6" SQ. PVC CONDUIT

FINISH GRADE
WEATHERPROOF RECEPTACLE

CONCRETE BASE
3,000 PSI. PROVIDE PAINT.
COLOR SELECTION BY
ARCHITECT AND OWNER

PVC COATED
GALVANIZED RIGID
CONDUIT

PVC CONDUIT

4 RECEPTACLE MOUNTING DETAIL

REFER TO STRUCTURAL
DRAWINGS FOR FOUNDATION
DETAIL

 POWER CABLE IN CONDUIT

GENERAL NOTES:

1

2 FOR LIGHT FIXTURE REQUIREMENTS, SEE
LIGHT FIXTURE SCHEDULE.

3 PROVIDE CORROSION INHIBITOR COATING
THAT WILL MINIMIZE GALVANIC REACTION
BETWEEN DISSIMILAR METALS (BASE,
ANCHOR NUT, BOLTS, ETC..)

ROUND TAPERED ALUMINUM POLE, DARK ANODIZED

FINISH GRADE/PAVEMENT

3/4"Ø X 10'-0"L
GROUND ROD

REFER TO STRUCTURAL
DRAWINGS FOR FOUNDATION
DETAIL

 POWER CABLE IN CONDUIT
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4 PROVIDE PAINT ON CONCRETE PEDESTAL
COLOR SELECTION BY ARCHITECT AND
OWNER.

RECEPTACLE,
(SEE ELECTRICAL SITE PLAN LOCATION)

CCTV AND WAP CONDUIT, STUB UP
(SEE TELECOM SITE PLAN FOR LOCATION)

CCTV AND WAP CONDUIT, STUB UP
(SEE TELECOM SITE PLAN FOR LOCATION)

5 FLOOD LIGHT DETAIL 6 GUARD POST DETAIL
4'-

0"
3"

4'-
0"

18" SQ.

CONCRETE
FOUNDATION

GUARD POST, 4"Ø STEEL
PIPE. FILL WITH CONCRETE
AND  PAINTED YELLOW.

FINISH GRADE OR
PAVEMENT

COATING PER
MANUFACTURER'S
RECOMMENDATION

CAST ALUMINUM
STANCHION

REBAR

CONCRETE
FOOTING

CONDUITS

1' 
- 0

 "

1

THE COMPLETE ASSEMBLY INCLUDING POLE FOUNDATION AND
LIGHT FIXTURES MUST BE RATED TO WITHSTAND 210 MPH
WINDSPEED.

GENERAL NOTES:

1

SUBMIT SHOP DRAWING TO CONTRACTING OFFICER FOR REVIEW
AND APPROVAL.

2

FOR LIGHT FIXTURE REQUIREMENTS, SEE LIGHT FIXTURE SCHEDULE.3

PROVIDE SENSOR AT EACH ASSEMBLY FOR B1-LEVEL CONTROL.
SEE LIGHT FIXTURE SCHEDULE FOR REQUIREMENTS.

4

LIGHT FIXTURE LIGHT FIXTURE

7 BOLLARD LIGHT FIXTURE DETAIL
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3/8" 16NC HEX BOLT
W/ WASHER (STAINLESS
STEEL, TYP OF 4)

SKID RESISTANT
SURFACE

COVER PULL SLOT
GASKET

BOX

ITEM DESCRIPTION

STEEL LOCKING COVER
POLYMER CONCRETE REINFORCED HEAVY-WEAVE
FIBERGLASS HANDHOLE 14" X 14" X 12 3/4"D OPEN
BOTTOM- GRAY COLOR- GASKETED
CONCRETE RING AROUND BOX 3000 PSI
8" CRUSHED ROCK OR GRAVEL FOR DRAINAGE,
1 CU. FT. MIN.
CONDUIT BUSHING COVERED WITH DUCT
SEALING COMPOUND

FINISH GRADE
CL

 SECONDARY

    HANDHOLE

14" 14"

3 POLYMER CONCRETE HANDHOLE DETAIL

TYPICAL

CONDUIT, SEE PLANS FOR
QUANTITY AND SIZES

NOTE:

1

1

GENERAL NOTE:

PROVIDE TIER 22 RATED HANDHOLE.1

PROVIDE ENGRAVED
"SECONDARY HANDHOLE"

2

2

2

2

2

SUBMIT COMPLETE SHOP DRAWINGS
SHOWING POLES, POLE LIGHT FIXTURES
MOUNTING ACCESSORIES, WIRINGS,
CONDUITS, FOUNDATION AND ASSOCIATED
EQUIPMENT TO CONTRACTING OFFICER
FOR REVIEW AND APPROVAL.  .
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2

ARM MOUNTED LUMINAIRE TOP MOUNTED LUMINAIRE
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ANCHOR BOLTS

CONDUIT
CONCRETE BASE

2

2"

FINISH GRADE OR
PAVEMENT
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ELECTRICAL DETAILS -
SHEET 8
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