CONDUIT STUB
PLUGGED AND CAPPED  \

\

MARKER FOR STUBOUT

4 NOT TO SCALE

T T T
—— TRACEABLE WARNING TAPE WITH
"CAUTION-TELECOMMUNICATIONS
CABLE BELOW" IMPRINTED ON TAPE.
WARNING TAPE MUST BE PLACED
FINISH GRADE j OVER ENTIRE LENGTH OF DUCTLINE -
RSy . ) p— | ________TTTAW_W_V 7 iy ey it o W
| _ - =
=] =17 -
R Rl 777 || = GUARD POST, 4'3 STEEL ——=
jon W = PIPE. FILL WITH CONCRETE -
/ S AND PAINTED YELLOW. 3
[q\]
M
e e o Sl
PVC SCHEDULE 40 = ()
LT T T T 4 A FINISH GRADE OR———
OO 5 5 PAVEMENT
| ~ // N // | =
CONCRETE JACKET, 3000 PS| JU —‘—ﬁ—tﬂi?’ ° ° ,\\/\\/li/\\/ -0 /\\/\\:\i
COMPRESSIVE STRENGTH IN S 7;" \} /" ||=—— siZE SPACERS FOR PVC CONDUITS RRKRK T : i SRS
28 DAYS \ / A N AS INDICATED. QUANTITY AND D
{ ° ° CONFIGURATION WILL VARY PER 1“1 .|——CONCRETE
o] o]
SEE GENERAL NOTE @ >§ 7{ LOCATION. R FOUNDATION
P
/ ) S R
o] o] =~ 4 I r
GENERAL NOTES: » ]
S NS
\ / 1T M VONS 2/,
(1) SEE TELECOMMUNICATIONS SITE PLANS FOR CONDUIT SIZE AND QUANTITY. b K 2
BACKFILL: A A w4 T § %,
e PROVIDE CONCRETE ENCASEMENT 3" ALL AROUND, 3000 PSI COMPRESSIVE . s BIcs] 2
NON-CONTAMINATED NATIVE SOIL MATERIAL WHICH DOES NOT CONTAIN MORE STRENGTH IN 28 DAYS. S AonerV. Marano =
. THAN 50% GRAVEL, AND ALSO, DOES NOT CONTAIN HARD LUMPS OF EARTH 3" IN @ WHERE TRENCH ENCOUNTERS EXISTING CONCRETE OR ASPHALT \, feotoznem - o
TYPE'A GREATEST DIMENSION, ROCKS LARGER THAN 3" IN LARGEST DIMENSION, HIGHLY CONCRETE, SURFACE MUST BE SAWCUT. BACKFILL, COMPACT AND 18" SQ. f%,& Expires 128124 Ogg?
PLASTIC CLAY, POORLY-GRADED SAND AND GRAVEL (CLASSIFIED AS SP AND GP PATCH SURFACE TO MATCH ADJACENT AREA. To, RCDD 0°
USING THE UNITED SOIL CLASSIFICATION SYSTEM), ORGANICS, DEBRIS, OR OTHER e BT
UNSUITABLE OR DELETERIOUS MATERIALS. (4) WHERE TELECOM CONDUIT IS INSTALLED PARALLEL TO ELECTRICAL SYSTEM, ovro—
PROVIDE 12" MINIMUM SEPARATION BETWEEN PRIMARY ELECTRICAL SYSTEM
CONDUITS AND TELECOM SYSTEM CONDUITS FOR SECONDARY ELECTRICAL
SYSTEM, PROVIDE 3" SEPARATION FROM TELECOM SYSTEM CONDUITS.
1 2 NOT TO SCALE 3 NOT TO SCALE
NOT TO SCALE
2"HIGH LETTERS ENGRAVED
ON MARKER TOP
CELLS ARE CONNECTED ALONG
THE ENTIRE LENGTH WITH A
COLOR CODED STITCH
TRACER WIRE s
XSS
4000 PS| CONCRETE 22
1=
\\EE INNERDUCT TRIPLE
N PACK INSTALL
557 —
CONDUIT STUB MARKER
MARK ON TOP TAPE IS COLOR CODED AND
MARKED FOR FOOTAGE
FINISH GRADE ——
€ s
‘ ‘ N
! =K | — ' = = INSTALLATION OF CABLE INTO INNERDUCT
e L BT
GENERAL NOTES:
GENERAL NOTE: FABRIC MESH INNERDUCT
e 3"FABRIC 3 CELL WITH FLEXIBLE CABLE WAYS. @ FABRIC MESH INNERDUCT MUST CONTAIN:
UNLESS OTHERWISE NOTED, PROVIDE MARKER MAX CABLE DIAMETER PER CELL IS 1" e EACH INNERDUCT MUST CONTAIN DETECTABLE TRACER WIRE
FOR ALL CONDUIT SUBOUTS. MINIMUM CONDUIT ID SIZE 3" o INDIVIDUAL CELL IDENTIFIERS
o  PULL TAPE

@ FIFTY PERCENT OF ALL CONDUITS IN EACH DUCTBANK MUST CONTAIN THREE (3) FABRIC
MESH INNERDUCTS EACH CONTAINING THREE (3) 3" CELLS FOR A TOTAL OF NINE (9)
SUBDUCTS PER CONDUIT. PLACEMENT MUST BE ON UPPER CONDUITS.

INNERDUCT DETAIL

S NOT TO SCALE

IF SHEET IS LESS THAN 24" X 36"
J_ REDUCED PRINT - USE GRAPHIC SCALES

REVISIONS

TRMAG:

Taniguchi Ruth Makio Architects

100 Cliff Business Center, P.O. Box EA, Agana, GU 96910
Tel.: (671) 4758772 = Fax.: (671) 472-3381

Architecture
Planning
Interior Design

EMCE - Consulting engineers

SUITE 201, 133 ANTONIA COURT
P.0. BOX 8888 TAMUNING, GUAM 96931
671 .649-0166/7 Phone
671 . 646-EMCE (3623) Fax

i
i ,1%”///////

\
N
Nk /?/4////////

REGISTERED
PROFESSIONAL
ENGINEER

&

oF Wt

My VORTHERN RN
TN

. W
DATE 10/7/2022

Project:

NMC

PACKAGE 2: EXTERIOR
IMPROVEMENTS - SITE WORK
ADDITIVE BID ITEM #1

Title:

TELECOMMUNICATIONS
DETAILS - SHEET 8

CONSTRUCTION
DOCUMENTS

Designed:

Drawn:

Checked:

Supv: AM

Scale: AS INDICATED

Date: 10/07/2022
Project No.
No.

Drawing No.

16.8

Sheet No.




